
NO.HL-CN-QGS 09/2023

1

DX Guide unit
Prevent the cylinder piston rod from rotating and can withstand high load torque.

Plays a high-precision guiding role in transportation and other applications such as grabbing

devices.

Material: Aluminum oxide alloy

Type：DX-32/40/50/63/80/100

For diameter B1 B2 B3 B4 D1 D2 D3 D4 D6 H1 H2 H3 H4 KK L1 L2 L3 L4 L5 L6 L9 L10 L11 L12 L13 L14 L15 L16 SW1

32 50 45 74 50.5 45 M6 11 6.6 12 97 90 61 78 M10X1.25 155 67+5 94 125 24 76 20 12 4.3 32.5 70.3 78 6.5 21 15

40 58 54 87 58.5 45 M6 11 6.6 16 115 110 69 84 M12X1.25 170 74+5 105 140 28 81 22 12 11 38 84 -- 6.5 14 15

50 70 63 104 70.5 60 M8 15 9 20 137 130 85 100 M16X1.5 188 89+10 106 150 34 79 25 15 18.5 46.5 81.8 100 9 16 19

63 85 80 119 85.5 60 M8 15 9 20 152 145 100 105 M16X1.5 220 89+10 115 182 34 111 25 15 15.3 56.5 105 -- 9 16 19

80 105 100 148 106 78 M10 18 11 25 189 180 130 130 M20X1.5 258 110+10 124 215 40 128 32 20 21 72 -- -- 11 20 27

100 130 120 172 131 78 M10 18 11 25 213 200 150 150 M20X1.5 263 115+10 134 220 40 128 32 20 24.5 89 -- -- 11 20 27


