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Rod eyes YY

With spherical bearings

Material: Galvanised steel

Size and model
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M4 10 –2 2.2 27±1.2 5 12 34 9 8 6 0.1 13 7 9 YY-M4

M6 12 –2 3.2 30±1.2 6 14 34 10 9 6.8 0.13 13 10 11 YY-M6

M8 16 –2 4 36±1.2 8 17 40 12 12 9 0.18 13 13 14 YY-M8

M10
20 –2 5 43±1.2 10 20 40 14 14 10.5 0.23 13 17 17

YY-M10

M10x1.25 YY-M10x1.25

M12
22 –2 6 50±1.2 12 23 45 16 16 12 0.28 13 19 19

YY-M12

M12x1.25 YY-M12x1.25

M16
28 –2 8 64±1.2 16 29 45 21 21 15 0.4 15 24 22

YY-M16

M16x1.5 YY-M16x1.5

M20x1.5 33 –2 10 77±1.7 20 37 55 25 25 18 0.55 15 30 30 YY-M20x1.5

M27x2 51 –2 13.5 110±1.7 30 52 55 35 37 25 0.85 15 41 41 YY-M27x2

M36x2 56 +2 18 125±2.1 35 60 60 40 43 28 1 15 55 50 YY-M36x2

M42x2 60 +2 21 142±2.1 40 69 60 45 49 33 1.2 15 65 55 YY-M42x2

M48x2 65 +2 24 160±2.1 50 78 60 58 60 45 1.5 12 75 65 YY-M48x2


